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Dial gauge testing stand M3
DESCRIPTION

�t���4�V�J�U�B�C�M�F���G�P�S���U�F�T�U�J�O�H���E�J�B�M���H�B�V�H�F�T���Q�M�V�O�H�F�S���U�Z�Q�F���B�O�E���U�F�T�U���J�O�E�J�D�B�U�P�S�T

�t���"�M�M�P�X�T���U�I�F���V�T�F���P�G�������D�B�M�J�C�S�B�U�F�E���N�F�B�T�V�S�J�O�H��probes (like P10 and P50)
 (P10 calibrated on channel 1 and P50 calibrated on channel 2)

�t���5�F�T�U�J�O�H���T�Z�T�U�F�N���B�D�D�P�S�E�J�O�H���U�P���"�#�#�&���Q�S�J�O�D�J�Q�M�F

�t���$�B�O���C�F���V�T�F�E���J�O���W�F�S�U�J�D�B�M���B�O�E���I�P�S�J�[�P�O�U�B�M���Q�P�T�J�U�J�P�O

�t���$�F�S�B�N�J�D���H�B�V�H�F�T���C�M�P�D�T

�t���%�J�S�F�D�U���T�U�B�U�V�T���G�S�P�N���U�I�F���J�O�T�U�S�V�N�F�O�U���E�V�S�J�O�H���D�I�F�D�L�J�O�H

�t���*�O�U�F�H�S�B�U�F�E���T�U�B�O�E�B�S�E�T

�t���$�S�F�B�U�J�P�O���P�G���Q�F�S�T�P�O�B�M�J�[�F�E���D�F�S�U�J�m�D�B�U�F�T���P�G���J�O�T�Q�F�D�U�J�P�O

�t���'�B�T�U���B�O�E���T�M�P�X���B�Q�Q�S�P�B�D�I���T�Q�F�F�E�T

�t���7�J�T�V�B�M�J�[�B�U�J�P�O���B�U���B�O�Z���U�J�N�F���P�G���U�I�F���D�P�O�U�S�P�M���T�U�B�U�V�T

�t���$�P�O�U�S�P�M���P�G���E�J�H�J�U�B�M���J�O�T�U�S�V�N�F�O�U�T���X�J�U�I���E�J�S�F�D�U���D�P�O�O�F�D�U�J�P�O

Ceramic bloc

Delivered with inspection 
software SYCOPRO II 1)Fast ®xing

by knob-pulley 

Thermal protection
of the reference probe

Matched probe + reference unit (D50S 
PRO) with a max. error of 0.6 !m over 10 
mm

Adjustment wheel

1) PC not included

Speed gear
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809.1302

M3 Kit 50 mm

1.5

809.1301

M3 Kit 25 mm

0.8

809.1303

M3 Kit 10 mm

0.6

Dial gauge testing stand M3
DISPLAY/SOFTWARE

Display the curves of measurement

Check the error and repeatability

Creation and management of instrument groups

Fast access to all of stored instruments

Integrated standards

Personalisation of the standards

Display the measured values

Possibility to customize the certi®cate

TECHNICAL SPECIFICATIONS

Measuring range  mm

Max. Error  !m
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ACCESSORIES

BASIC INSTRUMENT

Dial gauge testing stand M3

Stand M3 (909.1300)

Ceramic bloc gauges

Thermal protection of the probe reference 

D50S PRO + probe, calibrated 

Cable RS232C (925.5609) 

Charging unit according to country (904.4010 / 11 / 12 /13) 

External contact (foot-pedal 904.4101) 

CD- with inspection software SYCOPRO II (981.7124) 

Accessory for lever indicators (909.2010)

Instruction manual

Clamping device for test indicator

Clamping device for dial gauges é 16 / 28 / 30 mm

909.2010

909.2011
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Measuring bench table
DESCRIPTION

�t���4�N�B�M�M���I�P�S�J�[�P�O�U�B�M���P�S���W�F�S�U�J�D�B�M���C�F�O�D�I���U�B�C�M�F���E�F�T�J�H�O�F�E���U�P���F�B�T�J�M�Z���B�O�E���R�V�J�D�L�M�Z���D�I�F�D�L���T�N�B�M�M���Q�B�S�U�T���V�Q���U�P���������N�N

�t���5�I�F���N�F�B�T�V�S�F�E���W�B�M�Ve will be displayed either by a Sylvac digital dial gauge range 12.5mm, 0.01mm or 0.001mm 
   resolution or by a Sylvac measuring probe P10 (P10L) linked to a digital display unit. Using a pair display unit / measu
   ring probe an overall accuracy of 0.6 !m and a repeatability of 0.2 !m can be reached.

�t���5�I�J�T���C�F�O�D�I���U�B�C�M�F���D�B�O���C�F���F�R�V�J�Q�Q�F�E���X�J�U�I���E�J�G�G�F�S�F�O�U���L�J�O�E���P�G���U�B�C�M�F�T���B�T���X�F�M�M���B�T���X�J�U�I���T�F�W�F�S�B�M���U�Z�Q�F�T���P�G���B�O�W�J�M�T���P�G���B�O�Z���T�I�B�Q�F�T

�t���8�J�E�F���D�I�P�J�D�F���P�G���T�Q�F�D�J�B�M���B�Q�Q�M�J�D�B�U�J�P�O�T���D�B�O���C�F���G�P�V�O�E���P�O���P�V�S���T�Q�F�D�J�m�D���n�Z�F�S���j�.�F�B�T�V�S�J�O�H���C�F�O�D�I�F�T���1�4�����������������x

Measuring spindle compatible
with Cary anvils

Equipped with two retraction 
levers (left and right)

Flexible device thanks to the é 8 mm

PS15

3 axis adjustable table (option)
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DIMENSIONAL DRAWINGS

Measuring bench table PS15

C = Capacity range (see following page)
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TECHNICAL SPECIFICATIONS

BASIC INSTRUMENT

Instrument according to technical speci®cations 

Instruction manual 

Measuring anvils é 5 mm, M 2.5 (905.2201) 

Allen keys 2 and 2.5 mm

Type 

Max. capacity  C mm

Measuring range  mm

Adjustable measuring force  N

Weight  kg

Measuring direction

Anvils ®xation

Cary Compatibility 

908.1215

PS15H

20

10

0.3 - 1.0

1.8

Horizontal

M2.5

908.1216

PS15V

20

10

0.3 - 1.0

1.8

Vertical

M2.5

908.1217

PS15H +

20

10

0.3 - 1.0

1.8

Horizontal

é 1.5 mm

---

908.1218

PS15V +

20

10

0.3 - 1.0

1.8

Vertical

é 1.5 mm

---

Instrument according to technical speci®cations 

Instruction manual

Measuring anvils é 1.5 mm (908.2175) 

Allen keys 2 and 2.5 mm

PS15 H / V PS15 H+ / V+

Measuring bench table PS15

TABLES AND ANVILS

Refer to pages 154-158
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APPLICATIONS

Measurement of small parts with PS15V+and 
rotation 25 holes support

XYZ table with plate with ®ne adjustment. On 
request

Multi-functional measuring station

Special anvils

Table with plate é 3 mm and ®ne adjustment. 
Indication of the height with S233

Gear measuring anvils. On request

Standard XYZ table and knife-shape anvils 
with V 

Measuring bench table PS15
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926.6621

926.5131 926.8010

926.6521

VS

DESCRIPTION

�t The bench tables ªto sizeº PS16 are designed to check internal dimensions up to 70 mm and external
   up to 50 mm

�t���5�I�F���7�4���B�O�E���-�7�4���W�F�S�T�J�P�O�T���I�B�W�F���B�O���J�O�U�F�H�S�B�U�F�E���E�J�T�Q�M�B�Z���B�T���X�F�M�M���B�T���B�O���P�Q�U�P�������3�4���������P�V�U�Q�V�U

�t���5�I�F���7�1���B�O�E���-�7�1���W�F�S�T�J�Pns have an integrated P25 or P50 Sylvac probe. The measured value will be
  displayed on a D50S, D80S and D100S display unit

�t���5�I�Fse bench tables can be equipped with different kind of tables to ®t your needs as well as with several types
   of anvils of any shapes

�t���"���C�B�M�M���Cearing, an adjustable and reversible measuring force, as well as many other features and accessories
   make these tables a must for your workshop or your inspection room

�t���"�E�K�V�T�U�B�C�M�F���N�F�B�T�V�S�J�O�H���G�P�S�D�F

�t���%�B�U�B���P�V�U�Q�V�U���0�Q�U�P���3�4�����6�4�#

�t���4�U�B�O�E�B�S�E���N�F�B�T�V�S�J�O�H���B�O�W�J�M�T���•�����������N�N

�t���"���X�J�E�F���D�I�P�J�D�F���P�G���T�Q�F�D�J�B�M���B�Q�Q�M�J�D�B�U�J�P�O�T���D�B�O���C�F���G�P�V�O�E���P�O���P�V�S���T�Q�F�D�J�m�D���n�Z�F�S���j�.�F�B�T�V�S�J�O�H���C�F�O�D�I�F�T���1�4�����������������x

Clamping position é 1.5 mm

Integrated display on VS and LVS

3 axis adjustable table (option)

Measuring bench table PS16
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DIMENSIONAL DRAWINGS

Measuring bench table PS16

Dimensions A, B, C (see following page)
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908.1221

VS25

38

25

5

1

1

0.2 - 1.01)

5

é 1.5

301

65

908.1231

VP25

38

25

1.5

0.3

0.1

0.2 - 1.01)

5

é 1.5

301

65

908.1222

VS50

68

50

7

1

1

0.2 - 1.01)

6.5

é 1.5

401

96

908.1232

VP50

68

50

2.5

0.4

0.1

0.2 - 1.01)

5.5

é 1.5

401

96

908.1235

0.8-1.3

VP25

é 0.5

0.8 & 1.3

908.1236

1.3-2.5

VP25

é 0.5

1.3 & 2.5

908.1237

2.5-4

VP25

é 10

2.5 & 4.0

908.1238

4-8

VP25

é 1.5

4 & 8

908.1239

8-12.5

VP25

é 1.5

8 & 12.5

TECHNICAL SPECIFICATIONS

Type 

Internal measuring capacity  mm

External measuring range  mm

Max. Error  !m

Repeatability  !m

Resolution  !m

Measuring force (Adjustable)  N

Weight  kg

Thickness of anvils  mm

Anvils clamping dimension 

Adjustable range of the table  mm

A mm

B mm

908.1224

LVS50

24 - 70

48

10

4

1

0.2 - 1.01)

7

0.4

Clamping device    

20

418

96

908.1234

LVP50

24 - 70

48

6

2

0.1

0.2 - 1.01)

7

0.4

Clamping device  

20

418

96

Type 

Measuring capacity    C  mm

Measuring range  mm

Max. Error  !m

Repeatability  !m

Resolution  !m

Measuring force (Adjustable)  N

Weight  kg

Anvils clamping dimension  mm

A  mm

B  mm

1)   " 20%

External and internal measurement

2- points Internal measurement with centering pins

Measuring range  mm

Max. Error, Repeatability, Measuring force, dimensions

Measuring pins  mm

Master ring gauges  mm

3 - points Internal measurement 

Measuring bench table PS16
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BASIC INSTRUMENT

Instrument according to technical speci®cations 

Instruction manual

Calibration certi®cate 

Table not included

Anvils é 6.5 mm included

PS16 VS/VP

PS16 LVS/LVP

Instrument according to technical speci®cations 

Instruction manual

Calibration certi®cate LVP 

Table according to technical speci®cation and anvils 908.2184 

Set of master ring gauges 

Special Digital display D100S for 3 ± points measurement

PS16 VP25 3 - points Internal measurement 

Instrument according to technical speci®cations 

Instruction manual

Calibration certi®cate 

Table included

Anvils é 6.5 mm included

Measuring bench table PS16

TABLES AND ANVILS

Refer to pages 154-158
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APPLICATIONS

External measurement with anvils é 6.5 and 
XYZ table 

Internal measurement in 2 ± points with 
auto-centering of the part on LVS 50

Table and anvils for internal measurement in 
3 - points 1.3 - 2.5 mm

Table with adjustable plate (height). Different 
é plates available

Table and anvils for internal measurement in 
3 - points 2.5 - 4 mm

3 ± points internal measurement

Measuring bench table PS16
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DESCRIPTION

�t �.�F�B�T�V�S�J�O�H���C�F�O�D�I���X�J�U�I���H�S�F�B�U���n�F�Y�J�C�J�M�J�U�Z���P�G���V�T�F

�t Adjustable spindle in X and Z axis

�t Accurate micrometer screw for pre-positioning

�t Compatibility with Sylvac anvils (é1.5mm) and Cary type anvils

�t Several accessories available 

�t 2 models :

 �t Integrated P10 capacitive probe (VP)

�� �t é8mm bore to locate any other measuring devices (VS)

�t���"���X�J�E�F���D�I�P�J�D�F���P�G���T�Q�F�D�J�B�M���B�Q�Q�M�J�D�B�U�J�P�O�T���D�B�O���C�F���G�P�V�O�E���P�O���P�V�S���T�Q�F�D�J�m�D���n�Z�F�S���j�.�F�B�T�V�S�J�O�H���C�F�O�D�I�F�T���1�4�����������������x

Type VP :
with integrated probe

XZ adjustable 
spindle

Micrometer screw for
pre-positioning

Release lever

Measuring spindle compatible 
with Sylvac or Cary anvils

Adjustable table for small parts 

Measuring bench table PS17

Setting Z " 1.75 mm (option)

Setting X
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DIMENSIONAL DRAWING

TECHNICAL SPECIFICATIONS

Type

Measuring system  

Application range  mm

Measuring range  mm

Adjustable measuring force  N

Weight  kg

Clamping anvils é 1.5 mm

Compatibility with Cary

Micrometer screw

908.1240

VS 1)

Dial gauges 2)

1.4

908.1241

VP 1)

Integrated P10 capacitive probe

1.5

37

10

0.2 - 1.0

1)   Standard delivery with measuring anvils é 1.5 mm
2)   not included 

Measuring bench table PS17
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BASIC INSTRUMENT

Instrument according to technical speci®cations 

Instruction manual 

Measuring anvils é 1.5 mm (908.2175) 

Calibration certi®cate for VP

STANDARD SPECIFICATIONS

Knife-shape anvils, thickness 0.4 mm and 
standard XYZ table 

Special anvils for PS17. On request Special table with height adjustment system

Measuring bench table PS17

TABLES AND ANVILS

Refer to pages 154-158
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P
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P
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P
S

17

23

34.5

4.5

4

é4
2

57

é5
•2

Measuring bench table
ACCESSORIES

Supporting table adjustable in XYZ

Rotating-table with 25 bores
from 0.2 to 5 mm

Releasing lever

Knife-shaped anvils 0.4 mm TC
with clamping shaft 

Knife-shaped anvils 1 mm TC
with clamping shaft

Knife-shaped anvils 0.4 mm

Knife-shaped anvils 1 mm

908.2170

908.2172

908.2150

908.2184

908.2185

908.2186

908.2187
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P
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40

20
.5

m
ax

 7

2.
5

40

60

é6

é21

29.5

43 6

29.5

M
ax

 6
.7

5
43 6

é21

Supporting table adjustable in XYZ

Table XZ supporting plate in H shape

Supporting table adjustable in XYZ

Dial gauge holder (display height / 
depth)

Lifting device

908.2190

908.2301

908.2290

908.2194

908.2195

Measuring bench table
ACCESSORIES
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Knife ± shaped anvils 0.7 mm TC

Cylindrical anvils  MD, é 1.5 mm

Cylindrical anvils  MD, é 2 mm

Cylindrical anvils  MD, é 6.5 mm

Knife-shaped anvils  0.4 mm MD

Knife-shaped anvils  0.3 mm MD

Replacement lapping stone
for 908.2199

Lapping device (3 stones and lapping 
liquid included)

908.2174

908.2175

908.2176

908.2177

908.2178

908.2179

908.2198

908.2199

Measuring bench table
ACCESSORIES
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Knife-shaped anvils standard 0.2 mm

Knife-shaped anvils standard 0.14 mm

Knife-shaped anvils standard 0.1 mm

Knife-shaped anvils standard 0.7 mm / V

Knife-shaped  standard 1.5 mm

Knife-shaped anvils 0.14 mm1)

Knife-shaped anvils 0.2 mm1)

Knife-shaped anvils 0.3 mm1)

Knife-shaped anvils 0.4 mm1)

Knife-shaped anvils 0.7 mm1)

Knife-shaped anvils 0.7 mm1) with V

908.2180

908.2181

908.2182

908.2201

908.2202

908.2215

908.2216

908.2217

908.2218

908.2219

908.2220

Measuring bench table
ACCESSORIES

1)   Compatible Cary
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1)   Compatible Cary

908.2222

908.2223

908.2224

908.2225

Knife-shaped standard 1.5 mm1)

Cylindrical anvils é 1.5 mm1)

Cylindrical anvils é 2.0 mm1)

Cylindrical anvils é 3.0 mm1)

Measuring bench table
ACCESSORIES

For further information about our mini benches please download the bench 
catalogue on our website www.sylvac.ch


