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DIGITAL
SCALES

SYLVAC manufactures horizontal and vertical 
digital scales. The measuring range goes up to 
600mm, special measuring range on request. All 
the display units are equipped with a data output. 

In complement with  the digital scales, SYLVAC 
also offers two models of micrometer screws 
with digital display. They are conceived mainly for 
XY tables of microscopes and pro®le projectors. 
The 1!m resolution allows a high accuracy 
positioning.

Power supply: Lithium battery 3V, Type CR 2032
�0�Q�F�S�B�U�J�P�O�B�M���U�F�N�Q�F�S�B�U�V�S�F�����������U�P���������¡�$��
mm/inch conversion
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S_Scale WORK

926.6821

926.5132 926.8154

905.4516

DESCRIPTION

Digital display LCD,
Height of digits 6 mm

Beam in stainless steel, 
hardened and grounded

Digital scales

Aluminium carriage
Plastic rotating 
display on 270!

Clamping device supplied in 
standard

�t���.�B�Y���E�J�T�Q�M�B�D�F�N�F�O�U���T�Q�F�F�E���������N���T�F�D

�t���3�4���������P�S���6�4�#���%�B�U�B���P�V�U�Q�V�U

�t���&�Y�U�F�S�O�B�M���Q�P�X�F�S���T�V�Q�Q�M�Z���C�Z���1�P�X�F�S���D�B�C�M�F

�t���&�B�T�Z���U�P���J�O�U�F�H�S�B�U�F���J�O���Z�P�V�S���Q�S�P�K�F�D�U�T
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S_Scale WORK
DIMENSIONAL DRAWINGS

TECHNICAL SPECIFICATIONS

Measuring range  mm

Type

Max. Error  "m

Repeatability 1)  "m

Resolution mm

L1  mm

L2  mm

L3  mm

S_Connect : Opto

Selection of measuring direction

PRESET function

2 references
1)  # 1 digit
2)  see cables chapter 

Digital scales
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S_System LINDigital scales
DESCRIPTION

�t���&�B�T�Z���U�P���J�O�U�F�H�S�B�U�F���J�O���Z�P�V�S���Q�S�P�K�F�D�U�T

�t���4�N�B�M�M���P�W�F�S�B�M�M���E�J�N�F�O�T�J�P�O�T

�t���6�4�#���P�S���3�4�����������D�P�O�O�F�D�U�J�W�J�U�Z

�t���4�P�G�U�X�B�S�F���E�F�W�F�M�P�Q�N�F�O�U���L�J�U

�t���4�P�G�U�X�B�S�F���J�O�D�M�V�E�F�E

�t���4�D�B�M�F���V�Q���U�P�������������N�N

�t���.�B�Y���F�S�S�P�S���P�G���E�F�W�J�D�F�������˜�N���������N

�t���1�S�P�H�S�B�N�N�B�C�M�F���C�Z���1�$

Precision measuring set for new development 
and retro-®tting 

Container example
The ordered scales are glued on a steel plate 
according to technical data on the next page
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S_System LIN
DIMENSIONAL DRAWINGS

TECHNICAL SPECIFICATIONS

Digital scales

Sensors

Max. error  1)                                                                 "m

Repeatability 2)                                   "m

Data output 

Protection rating according to IEC 60529

Programmable by PC

Scales

Max. error  1)                                                                 "m

Width  A                                          mm

Thickness  X                                     mm

Scale pitch                                        mm

Max length  L                                   mm

1)   Max error of a set = Max. error sensor + max. error scale (according to length)
2)   Repeatability of a set : 2 "m

Scale type Lenght in mm

Example: order number of scale:  REGF 5.0300
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Digital scales
BASIC INSTRUMENT |  DIGITAL SCALES 

Instrument according to technical speci®cations 

Lithium battery CR2032 included 

Instruction manual 

Clamping device 916.1901

BASIC INSTRUMENT  |  S_SYSTEM LIN

Instrument according to technical speci®cations 

Instructions of assembly

Instruction manual 

APPLICATIONS

S_Scale WORK mounted on a linear table Retro-®tting on a column drilling 
machine with  Z measuring axis
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926.6821

926.5132 926.8154

905.4516

Digital micrometer screws
DESCRIPTION

�t���%�B�U�B���P�V�U�Q�V�U���3�4�������
���D�P�N�C�J�O�F�E���X�J�U�I���F�Y�U�F�S�O�B�M���Q�P�X�F�S���T�V�Q�Q�M�Z

�t���'�J�O�F���B�E�K�V�T�U�N�F�O�U���B�W�B�J�M�B�C�M�F���	�B�D�D�F�T�T�P�S�J�F�T�
��

�t���)�P�S�J�[�P�O�U�B�M���B�O�E���7�F�S�U�J�D�B�M���V�T�F���	�T�B�N�F���U�Z�Q�F�


�t���3�F�E�V�D�F�E���E�J�N�F�O�T�J�P�O�T���	�D�P�N�Q�B�D�U�


�t���0�U�I�F�S���I�B�O�E�X�I�F�F�M�T���P�O���S�F�R�V�F�T�U

Digital display LCD,
Height of digits 6 mm

Tungsten
carbide anvil

Non-rotating spindle é 6.5 mm

Rotating display, 
é 44 mm over 270!

Clamping é 12h6

Handwheel
é 50 mm (standard)



USB / RS232 / Digimatic / Wireless 1)

�t
�t
�t

85

852.2001

0-25

5

2

0.001

74.5

33.1

852.2011

0-50

8

2

0.001

98.5

57.1

Digital micrometer screws
DIMENSIONAL DRAWING

TECHNICAL SPECIFICATIONS

Measuring range  mm

Max. Error  "m

Repeatability  "m

Resolution  mm

A  mm

B  mm

S_Connect : Power

Selection of measuring direction

PRESET function

Absolute or relative measurement
1)  see cables chapter  
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BASIC INSTRUMENT

Digital micrometer screws

Fine adjustment device

Handwheel é 50 mm with crank handle for fast motion

Handwheel é 34 mm

852.2310

852.2311

852.2312

ACCESSORIES

Instrument according to technical speci®cations 

Lithium battery CR2032 included

Instruction manual 

Handwheel é 50 mm (852.2311) 

Calibration certi®cate 

APPLICATIONS

Fine adjustment device type 852.2310 Use on measuring microscope


